Be Sure, Be Safe— Buy 
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SPRUCE LADDERS 
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Babcock Air Dried 
Spruce Ladders 


Are in a class by themselves. 
Air Dried SPRUCE is very 
light and durable, and is far 
superior to any other mater- 
ial for ladder purposes. 


All lumber air dried in our 
yards, leaving full strength 
in lumber. 


All metal parts cadmium 
plated to prevent rust. 


All Rung Tenons Oil-dipped 
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SPRUCE LADDERS 


General Purpose Extension 


Manufactured from Clear Spruce 
with Turned Hickory Rungs; Mal- 
leable Sprink Hook or Lock, rope 
and pulley complete; ready to use. 
Spread at bottom. for general use. 


Air Dried 


All Metal Parts Cadmium Plated 


All Rung Tenons Oil-dipped, preserving 
them against atmospheric conditions. 


Spruce ‘Only 


SPECIFICATIONS 


Side rails: 13¢ in. x 234 in., 3 in. 
and 3% in. 


Size of rail increased with length. 

Rungs: 1% in. sanded hickory. 

Outside width, top section, 16% in. 

Outside width, bottom section, 19% 
in. 
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| Champion Extension 


Manufactured from Clear Spruce. RUNGS 
HAND-SPLIT and HAND SHAVED 
FROM STRAIGHT-GRAINED OAK 
AND ASH, with malleable automatic spring 
locks guide irons, hand torged, large rope 
and pulley complete, two guide-irons on top 
of bottom section and two guide irons on 
bottom of sliding section. 


All Metal Parts Cadmium Plated 
All Rung Tenons Oil-dipped 


SPECIFICATIONS 
Side rails: 134 in. x 3 and 3¥% in. 


Size of rail increased with length. 

Rungs: 13¢ in. hand split and hand 
shaved. 

Hand forged guide irons. 

Outside width, top section 16% in. 

Outside width, bottom section, 19Y% in. 
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OUR BEST 
EXTENSION 


Air Dried 


STRONG — LIGHT — SAFE 
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Mechanics’ Extension 


SIDE RAILS — Clear Air Dried 
Spruce. 

RUNGS—Hand Split and Shaved 
Oak. 

LOCK—Heavy Spring Lock. 

GUIDES — Hand Forged Guides 
and Block on Sliding section. 

Hand finished rounded ends; extra 
strong rope and pulley, complete 
snap and eye attachment. 

Strong and durable for mechanics 
and heavy work. 


All Metal Parts Cadmium Plated 


OUR STRONGEST 
EXTENSION 


Air Dried 


All Rung .Tenons Oil-dipped, preserving 
them against atmospheric conditions. 


Spruce ‘Only 


SPECIFICATIONS 


Side rails: 134 in. x 3 and 3% in. 

Size of rail increased with length. 

Rungs: 144 in.—13 in. hand split 
and hand shaved. 

Outside width, top section, 1614 in. 

Outside width, bottom settion, 19% 
in. 


e MECHANICS © 


STRONG — LIGHT — SAFE 
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SPRUCE LADDERS 


Eastern Extension 


Manufactured from Clear Spruce. 
Turned Hickory Rungs; malleable 
spring locks; large rope and pulley; 
STRAIGHT BOTTOM; guide on 
sliding section; regular eastern style. 


All Metal Parts Cadmium Plated 


All Rung Tenons Oll-dipped 


SPECIFICATIONS 


Side rails: 134 in x 234 in. and 3 in. 
Size of rail increased with length. 
Rungs: 1% in. sanded hickory. 
Outside width, top section 16% in. 
Outside width, bottom section, 19% in. 


Air Dried 
Spruce ‘Only 


MALLEABLE 
SPRING LOCK 


STRONG — LIGHT — SAFE 
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Western Extension 


All sizes are made from 
13% in, stock. Turned Hickory 
Rungs. Gravity Locks. Wide 
Guide Iron Running full way 
across Ladder. Wide spread 
at bottom. No rope or pulley. 


This ladder cannot be used 
with rope and pulley. 


All Metal Parts Cadmium Plated 


All Rung Tenons Oil-dipped 


Air Dried 


Spruce ‘Only 


SPECIFICATIONS 


Side rails: 13¢ in. x 234 in. 
and 3 in. 

Rungs : 1% in. sanded hickory. 

Size of rail increased with 
length. 

Lengths 20 to 32 feet: out- 
side width, top section 1454 
in.; bottom section, 18 in. 

Lengths 34 to 44 feet: outside: 
width, top section 16% in.; 
bottom section, 20 in. 


STRONG — LIGHT — SAFE 
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Closed Top Fruit Extension 


This Ladder manufactured express- 
ly for fruit picking. Light, strong air 
dried spruce stock. Perfectly Balanced. 
WIDE SPREAD AT BOTTOM. 
Upper section closed or pointed at top 
to run up in thick branches of trees: 
turned Hickory rungs; malleable 
spring locks with rope and pulley. 
complete. 


All Metal Parts Cadmium Plated 


All Rung Tenons Oll-dipped 


Air Dried 
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Spruce ‘Only 


SPECIFICATIONS 


Side rails: 1% in. x 3 in. 

7 Rungs: 1% in. diameter sanded 
hickory. 

Outside width, top section, 16% in. 

Tapered at top. 

Outside width, bottom section, 19% in. 
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STRONG — LIGHT — SAFE 
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Awning or Hand Extension 


Manufactured especially for light 
work. Easily carried on wagons or 
autos ; used by awning makers, tinners, 
gardeners and electricians. Made of 
White Spruce with Turned Hickory 
Rungs. Stationary hooks or locks. 
No rope or pulley. 


All Metal Parts Cadmium Plated 


All Rung Tenons Oil-dipped 
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(Very Handy House Ladder) 


Air Dried 
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Spruce Only 


SPECIFICATIONS 


Stationary hooks or locks. 

Side rails: 14 in. x 234 in. and 3 in. 

Size of rail increased with length. 

Rungs: 1% in. diameter, sanded hick- 
ory. 

Outside width at top, 12% in. 

Outside width at bottom, 15 in. 


STRONG — LIGHT — SAFE 
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SPRUCE LADDER‘ 


Single Ladders 


Spread Bottom Fruit Taper Single Closed Top Frult 


Our single Ladders are manufactured from Clear 
Spruce with Second Growth Hickory Rungs, each 
Ladder spreading one-quarter inch at each rung from 
top to bottom. Fruit Ladders are all spread bottoms as 
per illustration. Manufactured in lengths 10 to 22 feet. 


All Rung Tenons Oil-dipped 


SPECIFICATIONS 


Side rails: 134 in. x 2% in. and 3 in. 

Rungs: 14% in. diameter sanded hickory. 

All ladders absolutely balanced to facilitate 
easy handling in orchards. 
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Masons’ Ladder Mechanics’ Single 

MASONS’ SINGLE—made from selected, extra 
heavy spruce. Hand split and shaved rungs. 

MECHANICS’ SINGLE—made from the finest air 
dried spruce. Selected hand split rungs. Particularly 
adapted for heavy duty work, 10 to 22 feet. Tied at all 
four corners with cadmium plated steel rung brace. 

SPECIFICATIONS (Mechanic) 
Side rails: 13@ in. x 3 and 3% in. 
Rungs: 134 in. hand split and shaved. 
Width at top, 13% in. 
Tapered % in. to foot. 
Scaffold Straight Ladder—Mechanic Style 
Side rails: 114 in. x 4% in. 
18 in. wide top and bottom. 
SPECIFICATIONS (Mason) 

Side rails: 13g in. x 3 and 3% in. 
Rungs: 134 in. hand split and shaved. 
Spaced on 10 in. centers. 
20 in. wide top and bottom. 
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PRUCE LADDER 


TOP Uk cenrer |" Borrom 


WINDOW CLEANERS’ 


Strong, Light and Safe 
All Rung Tenons Oll-dipped 
SPECIFICATIONS 


Side rails: 14% in. x 234 in. 

Rungs: 1% in. diameter, sanded hickory. 
Outside width, top section at bottom, 15% in. 
Outside width, center section at top, 12% in. 
Outside width, center section at bottom, 1414 in. 
Outside width, bottom section at top, 12% in. 
Outside width, bottom section at bottom, 18 in. 
All sections 6 feet 2% in. overall length. 
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Spruce ELECTRIC STEP ‘Only 


Especially for shops, factories or any place where a 
strong ladder is needed. Made from Spruce. Wide 
side rails, wide steps reinforced with steel truss rod, 
malleable ears or top hinges; safety fold side spreader ; 
back legs equipped with hickory rungs so that ladder 
may be used on both sides. Manufactured in sizes from 
5 to 18 feet. 

All Metal Parts Cadmium Plated 
SPECIFICATIONS 
Top: % in. x 7% in. x 19 in, 
Front risers: 7% in. x 3% in. 
Back legs: 14% in. x 24% in. 
Rungs: 1% in. diameter hickory. 
Steps: 7% in. x 4% in. 
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Spruee SAFETY STEP }~ ‘Only 


Our strongest and most durable factory and mill 
ladder. Well braced, reinforced and firmly riveted in 
every part. The steps are reinforced by truss ‘rods. 
The back is equipped with flat bars, making the back 
as strong as the front. Hinges and spreaders forged 
from 1% soft steel. Made in 6, 8, 10, 12, 14, 16, 18, 20 
foot lengths. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 


Top: 1 x7 x 17% in. 
Fronts: 1 1/16 x 3% in. 
Back legs: 1 1/16 x 2% in. 
Steps: 1 x 334 in. 

Bars: % in. x 13% in. oak. 
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SPRUCE LADDER 


Spruee - MECHANICS’ STEP ‘Only 


This Step Ladder has many qualities of advantage to 
mechanics and electricians. Each step is reinforced by a 
steel rod under each step, equipped with strong and dura- 
ble hinges or ears securely riveted. One of the best fea- 
tures of this ladder is the back legs being equipped with 
Second Growth Hickory Ladder Rung opposite each 
step, making the back fully as strong as the front, so 
that it can be readily used for any purpose on both 
sides. Lengths from 4 feet to 16 feet. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 
Top: % in. x 7% in. x 17¥% in. 
Fronts: 7% in. x 3 in. 
Back legs: 7% in. x 2% in. 
Steps: 7% in. x 4 in. 
Rungs: 1% in. diameter hickory. 
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Spruce VICTOR STEP ‘Only 


This is one of the best general house-purpose White 
Spruce Step Ladders on the market. Side rails wide and 
strong; steps wide between rails; steps reinforced by steel 
truss rods; top wide and securely riveted to steel top 
irons; back or legs supplied with wood dowels opposite 
each step; rungs reinforced in the center. Ladders 4 feet 
and above with Bucket Shelf; equipped with improved 
Side Spreaders. This ladder is made from selected 
material. Lengths, 4 feet to 16 feet. 

All Metal Parts Cadmium Plated 
SPECIFICATIONS 
Top: % in. x 6% in. x 17% in. 
Fronts: 7% in. x 3 in. 
Back legs: 7% in. x 134 in. 
Steps: 7% in. x 4 in. 
Rungs: % in. oak. 
Back bars: % in. x 13% in. 
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THE NEW YORK TRUSS 


The New York Truss Step Ladder is one of the most 
durable, general purpose step ladders on the market, 
each step being reinforced with block in center, form- 
ing a truss. Hinge or ears securely riveted to the top 
and side rail; the spreader is of the latest pattern, each 
piece working from the center, making a spreader that 
will not open and shut while in use. Manufactured from 
Clear Spruce. Bucket shelf on all sizes above 4 feet. 
Manufactured in lengths from 3 to 14 feet. 
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All Metal Parts Cadmium Plated 


SPECIFICATIONS 
Top: % in. x 6% in. x 16% in. 
Fronts: 7% in. x 25 in. 
Back legs: 7% in. x 134 in. 
Steps: 7% in. x 3% in. 
Rungs: % in. diameter oak. 


17 


— pazcoge — 


FOLDING STEP STOOL 
OAK No. 50 


SPECIFICATIONS 


Top: % in. x 7% in. x 12 in. 
Fronts: % in. x 2% in. x 25 in. 
Steps: % in. x 3 in. x 10 & 11% in. 
Back legs: 7% in. x 1% in. x 24 in. 
Back rungs: 7% in. x 12 & 133% in. 
Steel rods: 1% in. diameter. 

Finish: (Spar Varnish). 


FOLDING STEP STOOL 
PINE No. 25 
SPECIFICATIONS 


Top: 25/32 in. x 7% in. x 11% in. 
Fronts : 25/32 in. x 1% in. x 25 in. 
Steps: 25/32 in. x 2% in. x 1034 & 12 in. 
Back legs: 25/32 in. x 14 in. x 24 in. 
Back rungs: 5@ in. diameter. 

Steel rods: 4% in. diameter. 

Finish: (Natural or Varnish). 


This handy stool folds flat and the use of Oak 
dowels instead of slats makes it one of the finest 


‘and strongest on the market. 
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PRUCE LADDERS. 


PAPER HANGER STEP 


Sometimes Called Decorator’s 


A strong, well braced ladder made especially 
for use of decorators and paperhangers. 


SIZES: 5 to 12 ft. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 


Fronts: 7% in. x 3 in. - 
Back: 7% in. x 13 in. 
Steps: % in. x 3% in. 
Back bracing: % x 134 in. 
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SPRUCE LADDERS 


COLUMBIA FRUIT STEP 


The Columbia Fruit Step is the latest, strongest, best 
and most practical fruit step on the market. Made from 
Clear Spruce; steps reinforced with truss rods; top 
well riveted on; back well riveted with truss rods 
running through. Made in 5 to 14 foot lengths. We 
also manufacture this type of ladder on which the back 
will fold up, forming a closed top fruit single. Same 
price as Columbia. Specify on order when wanted. 


All Metal Parts Cadmium Plated 
SPECIFICATIONS 
Top: % in. x 6% in. x 19 in. 
Front: 7% in. x 3 in. 
Back legs: 7% in. x 13 in. 
Steps: 7% in. x 3% in. 
Width at top, 16% in. 
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PEERLESS STEP |: 


This ladder is a favorite with painters and decorators, 
It is a wide ladder with broad steps, reinforced with 
truss rod, very wide top. A very strong, durable, con- 
venient and easy ladder to work from. Top is riveted 
to side ears and not nailed. Manufactured in 5 to 14 
foot lengths. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 
Top: % in. x 6% in. x 16% in. 
Fronts: 7% in. x 3% in. 
Back legs: 7% in. x 134 in. 
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Manufactured from selected material, each step rein- 
forced with rod, double steel ears or hinges and side 
spreaders. Well manufactured. In lengths 4 to 12 feet. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 


Top: % in. x 5% in. x 15% in. 
Fronts: 7% in. x 25% in. 

Back legs: % in. x 15% in. 
Steps: % in. x 3% in. 

Rungs: 7% in. diameter oak. 


22 


—— Batons = 


GEM STEP 


This is one of the oldest and best known step ladders 
on the market. Made entirely of wood except the 
spreader, with wide steps, wide top, wide side rails. 4 
to 14 feet only. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 
Top: % in. x 6% in. x 16% in. 
Fronts: 7% in. x 3% in. 
Back legs: 7% in. x 234 in. 
Steps: 7% in. x 4 in. 
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SHELF LADDER 


For use in stores and shoe houses in lengths 
every foot from 3 tc 18 feet. Made from Clear 
Spruce, each step reinforced with steel rod and 
truss block. 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 


Top: % in. x 6% in. x 17% in. 
Fronts: 7% in. x 3 in. 
Steps: 7% in. x 3% in. 
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SPRUCE LADDER‘ 


PAINTERS’ TRESTLE 


Made from Clear Spruce, with White Ash 
and Oak Bars. Sizes: 6 to 20 feet. 


(Both Sides Measured When Billing) 


All Metal Parts Cadmium Plated 


SPECIFICATIONS 


Trestle Rails: 13¢ in. x 23@ in. 
Trestle Bars: 7% in. x 134 in. 
2 in. spread to the foot. 
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THE BABCOCK EXTENSION 
TRESTLE 


Extension Trestles manufactured from clear AIR 
DRIED Sitka Spruce, using 134” flat oak bars in trestle, 


NOTE THE EXCLUSIVE LOCKING DEVICE 
SIMPLE, STRONG, AUTOMATIC OPERATION 


AN EXTENSION TRESTLE PAR EXCELLENCE 


Lengths as follows: 
6-foot Extension Trestle extending to 10 feet 
8-foot Extension Trestle extending to 14 feet 
10-foot Extension Trestle extending to 17 feet 
12-foot Extension Trestle extending to 21 feet 
14-foot Extension Trestle extending to 25 feet 
16-foot Extension Trestle extending to 29 feet 


SPECIFICATIONS 


Rails in “A” Trestle: 134 in. x 234 in. 

Bars in “A” Trestle: 7% in. x 134 in. 

Rails in center extension: 13@ in. x 2 in., 2% in. 
and 23% in. 

Rungs in center extension: 1% in. sanded hickory. 

Width of center extension: 18% in. 

Spread 2 in. to the foot. 
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SPRUCE LADDERS 


SECTIONAL LADDERS 


Made in 6-foot sections, each end protected 
with iron plates, and equipped with large bolts 
with thumb nuts, making them safe and durable. 
Each section interchangeable. 


Sanded Hickory Rungs. 
6-Foot Section 
All Rung Tenons Oil-dipped 
All Metal Parts Cadmium Plated 


SPECIFICATIONS 


Side rails: 13g in. x 3 in. 

Rungs: 1% in. diameter sanded hickory. 

Y, in. x 3% in. carriage bolts; large %4 in. wing 
nuts. 

Outside width at top, 18% in. 

Outside width at bottom, 22 in. 
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PRUCE LADDE 
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Combination Step and Extension 
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Manufactured from Clear AIR DRIED Sitka Spruce 
in following lengths: 
12-foot Ladder - 2 6-foot Sections 
14-foot Ladder - 2 /7-foot Sections 
16-foot Ladder - 2 8-foot Sections 
20-foot Ladder - 2 10-foot Sections 
24-foot Ladder - 2 12-foot Sections 


All Rung Tenons Oil-dipped 
SPECIFICATIONS 
Side rails: 134 in. x 234 in. 
Rungs: 1% in. sanded hickory. 
Width of front section, 1634 in. 
Width of back section, 20 in. 
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Safety Ladder Jack 


FOUR POINT 
SUSPENSION 
ON SIDE RAILS 

ALL. STEELE 


Not 
Dependent 
On 
Strength 
Of 


Rungs 
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Mason’s Staging 


SPECIFICATIONS 


Side rails: 134 in. x 4 in. 
Rungs: 13@ in. hand split and hand shaved oak. 
Floor: % in. x 3 in.; % in. steel rods, 
Over all width 27 in. 

Can be reinforced with special steel truss, as 
per illustration. 


Painter’s Staging 


SPECIFICATIONS 


Side rails: 13g in. x 3 in. and 3% in. 
Rungs: 1% in. second growth hickory. 
Floor: % in. x 3 in; % in. steel rods. 
Outside width 20 in. or 24 in. as specified. 
Length, 8 to 22 feet. 

Can be reinforced with special steel truss. 


Toothpick Staging 


= 


SPECIFICATIONS 


Side rails: 13@ in. x 3 in. and 3% in. 
Rungs: 1% in. second growth hickory. 
Floor: % in. x 23% in.; % in. steel rods. 
Outside width, 12 in. 
Lengths, 8 to 22 feet. 

Can be reinforced with special steel truss. 
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SPRUCE LADDER 


Extension Plank 


Made in two sections. Very strong and lighter 
than solid plank. Unexcelled for indoor 
use. 

6 feet closed, 10% feet extended 

8 feet closed, 13% feet extended 

10 feet closed, 17 feet extended 


SPECIFICATIONS 
Rails: 7% in. x 2% in. 
Outside width 14 in. 


Use Seaman Safety 
Ladder Brackets 


Center ladder shows old way and outside ladders 
show new way of painting 


USE 
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Standard Platform Step Ladder 


Heavy Duty Type 
All Metal Parts Cadmium Plated 


Spruce ‘Only 


A strong and durable step ladder for SHOPS, | 
MECHANICS, PLUMBERS, ELECTRICIANS AND | 
ALL KINDS OF HEAVY DUTY WORK. 


Manufactured of Clear Spruce. Guarded on three sides. 
Rigidly braced front and back. Measured from floor to 
platform. Manufactured in lengths from 4 to 20 feet. 

SPECIFICATIONS 

No. 28 

Top: % in. x 5in. x 19% in. Oak 
Fronts: 1 1/16 in. x 3% in. 
Backs: 1 1/16 in. x 2% in. 
Platform: 15 in. x 2134 in. | 
Steps: 1 in. x 334 in. | 
Bars: 7% in. x 1% in. 
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Light Platform Step Ladder 


Light Duty Type 
All Metal Parts Cadmium Plated 


Spruce ‘Only 


Light and Strong, Guarded on Three Sides for 
Safety. Manufactured in lengths from 4 to 16 
feet. Measured from Floor to Platform. 


SPECIFICATIONS 
No. 29 


Top: % in. x 5 in. x 19¥% in. oak. 
Fronts: 7 in. x 3 in. 

Backs: 7% in. x 134 in. 

Steps: 7% in. x 3% in. 

Platform: 15 in. x 2134 in. 
Rungs: 7% in. oak. 

Bracing: 7% in. x 134 in. 
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SPRUCE LADDERS 


BABCOCK VICTOR 
IRONING BOARD 


A Household Ironing Table built with Steel 
Truss construction equipped with automatic one 
move locking handle. This Table, like all Bab- 
cock products, is light, strong and durable and 
sets rigid on the floor. 


A Full Sized Board 


NOTE SPECIFICATIONS 


Tepe 15 x 54.1n, 
Height: 31 in. 
Weight: 185 lbs. per dz. 
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‘SPRUCE LADDERS, 
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DETACHABLE WHEEL SAFETY 
ROOF HOOK SPUR SPIKE 


Our Wheel Spurs and *Rubber Suction Grip 
Shoes are designed to meet all requirements of 
both Federal and State Departments of Labor. 


* See page 35, price list. 


SPRING LOCK GRAVITY LOCK U. S. LOCK 
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